


CPS SCA3KTL-SM CPS SCA4KTL-SM CPS SCA5KTL-SM CPS SCA6KTL-SM

3 350W 4 450W 5 550W 6 050W

3 000W 4 000W 5 000W 6 000W

3 300VA 4 400VA 5 500VA 6 000VA

13.6A 18.1A 22.7A 27.3A

14.3A 19.1A 23.8A 27.3A

 / Rango

 / Rango

C  THD

97.6% 97.6% 97.8% 98.0%

97.2% 97.3% 97.3% 97.4%

DCI

GFCI

LCD / LED

Langua e

Com

Topolog

Dimension s ( * *  [mm]

 [kg]

 [ ]

Certifica

70V c

11A

2

 Op ional

220V, 230V, 240V / 180 - 280V

0 ± 5Hz

±0.8 (ajustab
< 3%

 + + 

> 99.5%

Interfa

Entrada de CC

600V c

90 - 580V c

360V c

90V c

Protec

335 * 426 * 125

12.8

< 0.2W

6W

5（Estándar） / 20 (Opcional)

< 25dBA

IP65

0 - 100%, 

4 000m (2 000m 

MC4 / H4

LED 

Integra o

Integra

Integra

AFD

Integra

Integra o

Integra o

Integra o

RS232  / Wi-Fi & GPRS (Op iona

-25°C  +60°C 45°C  60°C 

IEC62109-1/2, IEC61000-6-1/2/3/4,
IEC61727/62116, IEC61683




